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4 Notes:
1. All assemblies are supplied standard with stainless

steel fasteners and galvanized clevis pins.
2. Specify options when ordering.

3 1 PAL BALANCE ADJUSTER, Pivot and Lock ................. SE-3219
2 BALANCE ADJUSTER:

Iron ............................................................................................. SE-3108
Brass .......................................................................................... SE-3200

3 Iron w/ Jam Nut & Lockwasher ................................................. SE-3191
4 Brass, 3/4" x 3/4" ....................................................................... SE-3068
5 CLEVIS HANGER:

3/4" Hanger x 3/4" Clevis w/ Pins, Alum ................................... SE-0467
3/4" Hanger x ½" Clevis w/ Pins, Alum ..................................... SE-0610

6 CLEVIS-CLEVIS:
3/4" x 3/4" w/ Pins, Alum ........................................................... SE-0468
½" x ½" w/ Pins, Alum ............................................................... SE-0464

ITEM DESCRIPTION PART NO.

COMPONENTS
Balance Adjusters

PAINT

ITEM 5-6 OPTIONS

STAINLESS BUSHING & PINS

 OPTIONS

SLOT:  ½" or 3/4"
EYEBOLT:  ½" or 3/4"

 ITEM 1-2 OPTIONS

SLOT:  ½" or 3/4"
EYEBOLT:  ½" or 3/4"
PAINT
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